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ULTRA MINI-STYLE QUICK DISCONNECT CABLES

e Female uttra mini-style

® Stoaight

e Screw locking with
(auto) securing
safety nut

e With moulded
cable

Application Class: HNE acc.to DIN 40040 Body: TPU, self-extinguishing
(-25°C/+90°C/<75% F) . e
Moulded Bodv: TPU If-exti ishi Securing Safety Nut: Nickel plated brass
Nou. eI F)o y.-4A , self-extinguishing Protection: IP 67
Nom!nal Vol\lver. . 60VAC/75VDC Contact Resistance:<56mQ
omma- oltage: ] Insulation Group: C acc.to VDE 0110
Contact: CuZn, pre-nickeled and Test Voltage: 1.5KV eff./60s.
0.8microns gold-plated .
O-Ring: Viton Insulation Resistance: >10°Q
i Conductors Outer Jacket
Part-No Poles Face View | ¢ code
Female Guage | Stranding |démm | Material
@ 1=brown
M-FS4/3TZV1182 4 @ 2= 0.18mm’ |  36x40.08 3.0 PVC
@ ® 3=blue
4=black
1=brown
M-FS4/3TZY1192 4 % 3=blue 0.18mm 36x$0.08 3.0 | PUR/PVC
4=black
1=brown
@@ 2=white )
M-FS4TZV1202 4 ®%% 3=blue 0.18mm 36x40.08 3.0 PVC
4=black
1=brown
@ 5@ 2=white
M-FS4TZY1212 4 @@ 3=blue 0.18mm 36x00.08 3.0 | PURIPVC
4=black
Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.
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ULTRA MINI-STYLE QUICK DISCONNECT CABLES

o Male utra mini-style

I
AR
°

Straight _

2 o Screw locking with

(auto) securing 25§
safety nut 228 3{
e With moulded ’ 2%70
cable N
|
Technical Data
Application Class: HNE acc.to DIN 40040 Body: TPU, self-extinguishing
(-25°C/+90°C/<75%TF) : N
Moulded Bodv: TPU fexti ishi Securing Safety Nut: Nickel plated brass
ou. ed Bo y.. , self-extinguishing Protection: |P 67
Eom!na: \F;olwer. %QOVACNSVDC Contact Resistance:<<5mQ
omma. oltage: ] Insulation Group: C acc.to VDE 0110
Contact: g%zrgi’c%i_sné%klgl_%?a?gg Test Voltage: 1.5KV eff./60s.
O-Ring: Viton Insulation Resistance: >10°Q
Catalog Number
i Conductors Outer Jacket
Part-No Poles FeEe Uy Color Code
male Guage | Stranding [émm | Material
OPWO) 1=brown
M-MS4/3TZV1182 4 @ 2=- 0.18mm? |  36x00.08 30 | Pve
ORO) 3=blue
4=black
1=brown
| =
M-MS4/3TZY1192 4 3=blue 0.18mm’ 36x$0.08 3.0 | PUR/PVC

@O 4=black

1=brown
@_..® o=whi
@ =white ,
M-MS4TZV1202 4 %% 3=blue 0.18mm 36x40.08 3.0 PVC
4=black
1=brown
@D 2=white
M-MS4TZY1212 4 @ _ 0.18mm’ 36x$0.08 3.0 | PUR/PVC
® @ 3=blue
4=black

Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.
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ULTRA MINI-STYLE QUICK DISCONNECT CABLES

e Female ulfra mini-style

® Rightangle

e Screw locking with
(auto) securing
safety nut

e With moulded
cable

Application Class: HNE acc.to DIN 40040 Body: TPU, self-extinguishing
(-25C/+90°C/<75%rF)

Moulded Body: TPU, self-extinguishing
Nominal Power: 4A
Nominal Voltage: 60VAC/75VDC

Contact: CuZn, pre-nickeled and
0.8microns gold-plated

Securing Safety Nut: Nickel plated brass
Protection: IP 67

Contact Resistance:<5mQ

Insulation Group: C acc.to VDE 0110
Test Voltage: 1.5KV eff./60s.

O-Ring: Viton Insulation Resistance: >10°Q
i Conductors Outer Jacket
Part-No Poles Face View | ¢ code
Female Guage | Stranding |&mm | Material
® ® 1=brown
M-FA4/3TZV1182 4 2= 0.18mm’ 36x$0.08 3.0 PVC
@ ® 3=blue
4=black
1=b
®® 2= o 0.18mm’ 36x40.08 3.0 | PUR/PVC
= =" Jdomm X . .
M-FA4/3TZY1192 4 @ o9 ® 3=blue
4=black
1=brown
@® 2=white )
M-FA4TZV1202 4 ® o9 ® 3=blue 0.18mm 36x40.08 3.0 PVC
4=black
1=brown
@D 55@ 2=white
d . 2 36x$0.08 3.0 | PUR/PVC
M-FA4TZY1212 4 @@ e | 08T x
4=black
Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.
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ULTRA MINI-STYLE QUICK DISCONNECT CABLES

Male ultra mini-style
Right angle

Screw locking  with
(auto) securing
safety nut

With moulded
cable

Dimensional data

.

6.5 0.8

I

N
b
o

w,

|<. e

N
o

%

|<— - —»‘ |<—‘£—>| "

Nominal Power: 4A

O-Ring: Viton

Nominal Voltage: 60VAC/75VDC

Contact: CuZn, pre-nickeled and
0.8microns gold-plated

Application Class: HNE acc.to DIN 40040
(-25°C/+90°C/<75%rF)

Moulded Body: TPU, self-extinguishing

Body: TPU, self-extinguishing
Securing Safety Nut: Nickel plated brass

Protection: IP 67

Contact Resistance:<5mQ
Insulation Group: C acc.to VDE 0110
Test Voltage: 1.5KV eff./60s.
Insulation Resistance: >10°Q

Part-No

Poles

Face View

male

Color Code

Conductors

Outer Jacket

Guage

Stranding

émm | Material

M-MA4/3TZV1182

(OPYNO]
©®@

1=brown
2=-
3=blue
4=black

0.18mm’

36x$0.08

M-MA4/3TZY1192

1=brown
2=-
3=blue
4=black

0.18mm’

36x$0.08

3.0 PUR/PVC

M-MA4TZV1202

1=brown
2=white
3=blue
4=black

0.18mm’

36x$0.08

M-MA4TZY1212

@ 90
©®@

1=brown
2=white
3=blue
4=black

0.18mm’

36x$0.08

3.0 PUR/PVC

Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.

A-05



ULTRA MINI-STYLE QUICK DISCONNECT CABLES

e Female ulfra mini-style

® Rightangle

e Screw locking with
(auto) securing
safety nut

e With moulded
cable

Application Class: HNE acc.to DIN 40040 Body: TPU, self-extinguishing
(-25C/+90°C/<75%rF)

Moulded Body: TPU, self-extinguishing
Nominal Power: 4A
Nominal Voltage: 60VAC/75VDC

Contact: CuZn, pre-nickeled and
0.8microns gold-plated

Securing Safety Nut: Nickel plated brass
Protection: IP 67

Contact Resistance:<5mQ

Insulation Group: C acc.to VDE 0110
Test Voltage: 1.5KV eff./60s.

O-Ring: Viton Insulation Resistance: >10°Q
: Conductors | Outer Jacket ircui
Part-No Poles Fla:ce Vllew Color Code LED(-:iIrZSﬂ:ILt or
émale Guage | Stranding |$ mm| Material
Atype
pnp-normally open
=yellow-green
M-FA4/3TPV1182/A @ @ | 17brown PVC |, +Brown
4 2=- 0.18mm*| 36x$0.08 | 3.0 4 Black
@ ® 3=blue T
M-FA4/3TPY1192/A 4=black PUR/PVC
3 -Blue
Htype
pnp-normally closed
=yellow-green
M-FA4/3TPV1182/H @ o3 ® 1=brown PvC 1 +Brown
4 @@ 2=black  |0.18mm’| 36x¢0.08 | 3.0 ) Black
M-FA4/3TPY1192/H 2:?'“9 PUR/PVC \
3 -Blue
Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.
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ULTRA MINI-STYLE QUICK DISCONNECT CABLES

Part-No Poles| Face View [ 101 code Conductors | Outer Jacket Circuit
Female Guage | Stranding | mm| Material LED-indicator
C type
npn-normally open
=yellow-green
M-FA4/3TNV1182/C ® @ 1=brown PVC 3 -Blue
4 @@ 2= 0.18mm*| 36x00.08 | 3.0 4 Black
3=hl
M-FA4/3TNY1192/C bl PUR/PVC 4
1 +Brown
F type
pnp-normally closed/open
=yellow-green
M-FA4TPV1202/F ® @ 1=brown ove | +Brown
4 @@ z_mh'te 0.18mm?| 36x50.08 | 3.0 4 N Black
=blue
M-FA4TPY1212/F 4=black PUR/PVC
3 -Blue
2)>———— O White
G type
npn-normally closed/open
=yellow-green
= -BI
M-FA4TNV1202/G ® @ 1=brown pve |2 ue
4 2=white 1) tgmm?| 36x00.08 | 3.0 4 Black
@~ 3=blue #
M-FA4TNY1212/G 4=black PUR/PVC
1 +Brown
2)>—————0 White
P type
pnp-normally closed/open
=yellow-yellow-green
= 0
M-FA4TPV1202/P O | aorown pve | +Brown
4 2=white | 8mm?| 36x00.08 | 3.0 2 —O white
@ ® 3=blue 4 —(O black
M-FA4TPY1212/P 4=black PUR/PVC N
3 -Blue
Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.
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ULTRA MINI-STYLE QUICK DISCONNECT CABLES

e Male uttra mini-style

® Rightangle

e Screw locking with

i
(aufo) securing N

7l5
4
safety nut 200y %
2.0
* With moulded I =
'
L

cable

Application Class: HNE acc.to DIN 40040 Body: TPU, self-extinguishing
(-25°C/+90°C/<75%rF) . e
Moulded Body: TPU Foexti ishi Securing Safety Nut: Nickel plated brass
Nou. el Po y..4A » sef-extinguishing Protection: IP 67
Nom!nal Volvtver. . 60VAC/75VDC Contact Resistance:<5mQ
ominat Vottage: } Insulation Group: C acc.to VDE 0110
Contact: Suzn, fgﬁ;”é%klg'_z‘l’a?gg Test Voltage: 1.5KV eff./60s.
O-Ring: Viton Insulation Resistance: >10°Q
; Conductors | Outer Jacket ircui
Part-No Poles Fa(li/? \I/lew Color Code LED(-:iIrZSﬂ:ILt or
ale Guage | Stranding | & mm| Material
Atype
pnp-normally open
=yellow-green
M-MA4/3TPV1182/A PO 1=brown PVC |, +Brown
4 @ 2=- 0.18mm?| 36x0.08 | 3.0
(ONSLO) 3=blue 4 Black
M-MA4/3TPY 1192/A 4=black PUR/PVC A
3 -Blue
Htype
pnp-normally closed
=yellow-green
M-MA4/3TPV1182/H PO, 1=brown PVC |, +Brown
4 @@@ 2=black  |0.18mm?| 36x¢0.08 | 3.0 ) Black
M-MA4/3TPY 1192/H i:f"“e PUR/PVC 3\
3 -Blue
Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.
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ULTRA MINI-STYLE QUICK DISCONNECT CABLES

Catalog Number
- Conductors | Outer Jacket ircui
Part-No Poles Fai/? \I/lew Color Code LED(-:iIr:g?(;;t or
ale Guage | Stranding | ® mm| Material
C type
npn-normally open
=yellow-green
M-MA4/3TNV1182/C ® e ® 1=brown PVC | 5 -Blue
2=- 0.18 *| 36x$0.08 3.0
©®@ 3=blue e 4 P Black
M-MA4/3TNY1192/C 4=black PUR/PVC
1 +Brown
F type
pnp-normally closed/open
=yellow-green
M-MA4TPV1202/F 1=brown pvc | 1 +Brown
@®® 2=white 4 Black
0.18mm?| 36x$0.08 3.0
ONEL0) 3=blue A}
M-MA4TPY1212/F 4=black PURIPVC
3 -Blue
2)>———0 White
G type
npn-normally closed/open
=yellow-green
M-MA4TNV1202/G - 1=brown pvc |3 -Blue
4 @ §=‘:|h'te 0.18mm’| 36x$0.08 | 3.0 4 p Black
® @ =blue
M-MA4TNY1212/G 4=black PUR/PVC
1 +Brown
2D—— White
P type
pnp-normally closed/open
=yellow-yellow-green
1=brown 1D>——@—O +Brown
M-MA4TPV1202/P OPIRO) 2=whit PVC .
4 @@@ 3":' " lo.18mm?| 36x00.08 | 3.0 2 O‘t’)vlh'ti
=blue 4 —O blac
M-MA4TPY1212/P 4=black PURIPVC NN
3 -Blue
Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.
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ULTRA MINI-STYLE QUICK DISCONNECT CABLES

$6.5

e Female ulfra mini-style ! |
®  Shaight QTO
o PUR/PVC offers superior 1
fesistance fo olls and ol
chemicals and abrasions S ;'0—
* With moulded 4
cable N

R[]

Application Class: HNE acc.to DIN 40040 Body: TPU, self-extinguishing
(-25C/+90°C/<75%rF)

Moulded Body: TPU, self-extinguishing
Nominal Power: 4A

Nominal Voltage: 60VAC/75VDC Insulation Group: C acc.to VDE 0110
Contact: CuZn, pre-nickeled and

. Test Voltage: 1.5KV eff./60s.
0.8microns gold-plated . . .
O-Ring: Viton Insulation Resistance: >10°Q

Securing Safety Nut: Nickel plated brass
Protection: IP 67
Contact Resistance:<5mQ

] Conductors Outer Jacket
Part-No Poles Face View | ¢ code
Female Guage | Stranding |&mm | Material
1=brown
M-FS4/3NZV1182 = 0.18mm’ 36x¢0.08 3.0 PVC
3=blue
4=black
1=brown
®® 2= 0.18mm’ |  36x30.08 3.0 | PURIPVC
M-FS4/3NZY1192 4 ® 09 ® 3=blue :
4=black
1=brown
®__.@
(o)) 2=white
4 0.18mm’ 36x¢0.08 3.0 PVC
M-FS4NZV1202 4 @@ 3=blue
4=black
1=brown
®_. @ 2=white
M-FS4NZY1212 4 @@ 3=blue 0.18mm’ 36x¢0.08 3.0 | PUR/PVC
4=black
Standard length: 2.0 m, 5.0 m, 7.5 m, 10.0 m. Other cable length or cable specifications on request.
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